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System Compatibility =

System

.3 Tonn€ Reid™ Foot Anchor System:

Foot Anchor Part No. Lifting Clutch NZ GPG 20I8

e

1FA035H, 1FA045H, 1FA055H, 1FA066H,

1FA085H, 1FA120H, 1FA240H

Compliant

Reid™ SwiftLift™ Lifting
SystemscomplywithNZGood

1LE 1RFRO, 1SRFRO,1SRFROART Practice Guide: Safe Work
with Precast Concrete: 2018.

Please refer to the relevant
Compliance Document for

2.5 Tonne Reid™ Foot Anchor System: further information.

— Liting Cutch

oy

2FA055H, 2FA065H, 2FA075H,
2FA090H, 2FA120H, 2FA170H

o <

2RFRO, 2SRFRO, 2SRFROART

5 Tonne Reid™ Foot Anchor System:

Foot Anchor Part No. Lifting Clutch

Py

5FA075, 5FA090, 5FA095, 5FA120,
5FA145, 5FA170, 5FA240, 5FA480

5RFRO, 5SRFRO, 5SRFROART

IO Tonne€ Reid™ Foot Anchor Sustem:

y—— Lifing Cutch

—

10FA135, 10FA150,
10FA170, 10FA200, 10FA340

s e

10LE 10RFRO, 10SRFROART

20 Tonne Reid™ Foot Anchor System:

Foot Anchor Part No. Lifting Clutch

20FA500

20RFRO

32 Tonne Reid™ Foot Anchor System:

Foot Anchor Part No.

32FA700

s @

32LE 32RFRO

' Hreid

Reid™ Construction Systems (RCS) AUS: 1 Ramset Drive, Chirnside Park, Victoria, Australia, 3116, NZ: 23-29 Poland Road, Glenfield, Auckland 0632

Important Disclaimer: Information in this document is correct at the time of printing. Readers should contact RCS or consult RCS detailed technical information to ensure
product is suitable for intended use prior to purchase. ITW Australia Pty Ltd ABN 63 004 235 063 trading as RCS © copyright 2023. ™ Trademarks of Cetram Pty. Ltd. Used
under license by RCS. Any engineering information or advice (“Information”) provided by RCS in this document is issued in accordance with a prescribed standard,
published performance data or design software. It is the responsibility of the user to obtain its own independent engineering (or other) advice to assess the suitability of
the Information for its own requirements. To the extent permitted by law, RCS will not be liable to the recipient or any third party for any direct or indirect loss or liability
arising out of, or in connection with, the Information. None of the products listed in this document are subject to a warning or ban under the Building Act 2004.
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2 Tonne Edgelifting System:

u ﬁ

2ELAWF 2HPAWFP

NZ GPG 20I8

Compliant

Isometric View:
Reid™ SwiftLift™ Lifting

SystemscomplywithNZGood
Practice Guide: Safe Work
with Precast Concrete: 2018.
Please refer to the relevant
Compliance Document for
further information.

Top View:

Anchor in concrete: 2ELALE 2ELARRF

7 Tonne Edgelifting System:

Isometric View:

)|
]
) |
TELAWF 3DX7N
Top View:
Anchor in concrete: 7ELALE 3DX7NLC 7ELARRF

I0 Tonne Edgelifting System:

Isometric View:
10ELAWF
Top View:
Anchor in concrete: 10ELALE 10ELARRF
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